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Soft material 
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6" Lifts Compacted 
as approved by the COR 
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CULVERT BEDDING & BACKFILL DETAILS 

GENERAL NOTES 
1. Bedding shall be select excavated material from 

the roadway In the vlclnffy of the pipe or other material 
approved by the COR. unfformly compacted and 
shaped to fit the boltom of the pipe. 

Ground Line 

------ 4'-------+ 

Riprap Catch Basin 
Riprap to extend 3' each side 
of Culvert Inlet. (See Note 1) 

Install CMP 

12" Min. 

-t 

Existing Road Grade 

Gravel Course 

(See Sheet 4) 

Varies 
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[ 
Culvert 
Outlet 

18"or 4" -------'... 

Riprap 
(See Note 1) 

Culvert Outlet - Section 
Not to Scale 

CULVERT INSTALLATION 
GENERAL NOTES 
1. Rlprap 
~ax=6" 
"9o=4" 
0Jo=2" 

2. Refer to and Follow Manufacturer's Instructions 
for Culvert Coupling Information 

REV 

Riprap Culvert Outlet 
(See Detail A and Note 1) 

A 

DATE DESCRIPTION 

Dote: July 13, 2001 ProjeelTIUe: Eight Mile 

ORN BY APP BY 

Projllct f: 2005905.700 Gravel Pit Development Plan 
Fbe: 
usfs\8-mllel.!Jngdsgn\detall..S.ctwg Jefferson County, Montana 
Sheet: .. Shefllltle: - -

USDAm Culvert Details ".'."= .s SHEET4 


